
 

FR2X 11 WF, FR2X 11L WF, FR9 11 WF, FR9 11L WF 

Directions for pre-drilled installation of Ford Rear 2011-current 
F250/350 Single Rear Wheel with Flare package 

Included Supplies: 2-Stainless Steel (SS) hex bolt 1”; 4—SS screws; 4-SS smaller inner diameter washers; 
 2-SS Flange nut;  4-anodized u-clips; 2-galvanized Ford 2011 Brackets (FRB);  2-SS larger inner diameter 
washers 
NOTE:  As you progress with the install, check for squareness and plumbness of the mudflap to the tire. You 
are going to have to drill one hole in the mudflap to fit it up to your truck. 
 
Step 1:  Un package your new rear mudflaps.  Smooth side is rear side, tapered corner on top is outside top   
 edge.  If applicable, Stainless Steel weights face rearwards. 
Step 2:  Attach our  Ford 2011 Rear Bracket (FRB),  to the strut bracket bolt (point D) by removing the          
 factory nut (located at the lower rear rocker panel behind the fender well), placing the straight end of 
 the bracket on the bolt, and replacing the factory nut. The angled end should point forward and  
 inward and end up parallel to mudflap. 
Step 3: Remove the hex screw at point A with a 7/32” socket or wrench, and remove the factory plastic push 
 pin at point B with a Phillips screwdriver.  If it does not unscrew, you may have to cut the back side 
 off with wire cutter dikes.  
Step 4:  Slide the U-clip over the factory hole at point B onto the metal fender well lip behind the flare.   
 NOTE:  If the factory u-clip at point A gets damaged, replace it with our supplied u-clip placed over 
 the factory hole on the fenderwell liner. 
Step 5:  Place the mudflap with the smooth side to the rear and the textured side to the front toward the tire, 
 inside the fender well.  You will be slipping the cut out of the mudflap around the fenderwell lip at 
 point E as shown in the photos.  This is necessary to allow the mudflap to hang in line with the tire. 
Step 6: Place the first SS screw thru the smaller diameter washer, thru the lower hole B in the mudflap, thru 
 the factory hole at point “B" and thru the u-clip.  Leave slightly loose for now. 
Step 7:  Place the second screw and washer thru the upper hole, “A” in the mudflap and thru the U-Clip as in 
 step #6.  
Step 8: Check for mudflap alignment and adjust as needed. 
Step 9: Tighten the screws .   
Step 7:   Position the galvanized FRB against the rear side of mudflap, in position to keep the mudflap aligned 
 to the tires (approximately point C), and drill a 1/4” hole thru the mudflap using the hole in the bracket 
 as a template. 
Step 8: Attach the bracket to the mudflap with the 1” bolt going thru the bracket, then the mudflap, then the 
 washer; and secure it with the flange nut. 
NOTE:  Recheck every three months and retighten bolts if necessary. 



 

FR2X 11 WF, FR2X 11L WF, FR9 11 WF, FR9 11L WF 


